
With the MS-Z1000, Sharkoon presents a micro-ATX case that combines a stylish design with clever functionality. Its steel front 
panel not only has a unique look, but it also provides optimal air permeability for cooling large, high-performance components. 
The tempered glass of the side panel can be positioned next to the power supply tunnel, which is placed at the top of the case. 
Alternatively, the tempered glass can be positioned on the underside to optimally display selected components.

Design Meets Performance

The MS-Z1000 owes its name to its front panel made 
of steel. The front panel‘s Z-shaped openings give 
the case an expressive look that, nonetheless, will 
stylishly fit in anywhere. The open design ensures a 
good airflow: Cool air is drawn in through the front or 
the bottom of the case and expelled as warm exhaust 
directly through the top or the rear of the case. 

Despite its compact design, the MS-Z1000 is also 
designed for high-performance hardware.

Well Cooled

To provide effective cooling, the MS-Z1000 has a total 
of six mounting options for fans. An 80 mm PWM fan 
is already pre-installed on the rear panel. In addition, 
there is a 120 mm PWM fan pre-installed on the  
bottom panel and two more under the top panel.

If desired, another fan with a diameter of 120 mm can 
be installed on the bottom panel or behind the front 
panel. Under the top panel, there is space for a radiator 
with a height of up to 5.5 cm including fans.  



Small but Mighty

You don‘t see its spaciousness at first glance, but the 
MS-Z1000 also has room for large components. For 
example, a graphics card with a length of 36 cm can 
be installed, provided that no fan is installed behind 
the front panel.  

If a fan is behind the front panel, graphics cards up 
to 33.5 cm long can be installed. To provide even 
more space, a standard ATX power supply unit with a 
length of up to 16 cm is cleverly installed in the top of 
the case.

Go Vertical! 

Thanks to the separately available, optional Compact 
Vertical Graphics Card Kit, the MS-Z1000 also offers 
the possibility of vertically installing graphics cards 
with a length of up to 27 cm. 

The vertical installation of graphics cards enables 
an even more effective presentation of the card and 
highlights the illuminated elements behind the glass 
side panel.

Fits in - Anywhere

Thanks to its compact size, the housing fits practically 
anywhere. With the side panel made of tempered 
glass and its stylish looks, it cuts a particularly good 
figure as a hardware showroom on the desk  - and 
without taking up too much space.


