
Features

SILENTSTORM SFX BRONZE 
The SilentStorm SFX Bronze is an SFX power supply unit certified with  
“80 PLUS Bronze“. With space-saving dimensions of 125 x 100 x 63 mm, 
it is ideal for compact systems. However, thanks to the enclosed ATX 
mounting bracket, it can also be conveniently used in ATX cases.  
An effective 80 mm fan ensures sufficient cooling, and a series of 
protections provide the necessary safety.

SUFFICIENT CONNECTION POSSIBILITIES   
In addition to the standard CPU and mainboard connections, the  
SilentStorm SFX Bronze has a 6-pin PCIe power connector, two SATA, 
two IDE and one floppy connector.

EFFICIENT AND PROTECTED 
The SilentStorm SFX Bronze is certified 80 PLUS Bronze with an  
efficiency of at least 85 % at 50 % load, and 82 % efficiency at 20 %  
and 100 % load. In addition, over power protection, over voltage, under 
voltage and short circuit protection all ensure sufficient safety. 

Specifications

Input
Voltage 100 - 240 VAC

Frequency 50 - 60 Hz

Input Current (110/230 V)  7/- A 

Output
12 V Rail(s) 1

Load 3.3 V 21 A

Load 5 V 22 A

Max. Combined Power 3.3 V + 5 V 120 W

Load 12 V1 36 A

Max. Combined Power 12 V 432 W

Load 5 VSB  3 A

Load -12 V 0.5 A

Product Name SilentStorm 120 PWM

80 PLUS Certification Bronze

Form Factor SFX 3.2

Continuous Power 450 W

Haswell Ready ü

ErP Compliant ü

Warranty 5 Years*

Active PFC ü

Technology AC/DC

MTBF Min. 50,000 Hours

Operating Temperature 0 °C - 40 °C

Standby Power Consumption Max. 0.3 W

Weight incl. Fixed Cables 1.0 kg

Dimensions (L x W x H) 125 x 100 x 63 mm

* Valid only in countries with an applicable manufacturer’s warranty. See warranty 
	  terms on the manufacturer’s website.



Package Contents
SilentStorm SFX Bronze, Power Cord, Mounting Screws,   
ATX Bracket, Cable Ties

Fan
Fan Size 80 mm

Bearing Type Sleeve Bearing

Noise Level at 20% Load 14 dB(A)

Noise Level at 50% Load 19 dB(A)

Noise Level at 100% Load 30 dB(A)

Protections
OVP (Over Voltage Protection), UVP (Under Voltage Protection),
SCP (Short Circuit Protection), OPP (Over Power Protection)

Safety Standards
CE, FCC, C-Tick, BSMI, CB

EAN-Code
SilentStorm SFX Bronze 4044951017287

Cable and Connectors
Cable Configuration Fixed

Sleeved Cables ü

Maximum Cable Length 65 cm

Length of Mainboard Cable 35 cm

Length of CPU Cable 35 cm

Length of PCIe Cable 35 cm + 15 cm

Cable Length to First Peripheral 35 cm

20+4-Pin Mainboard Connector 1

4+4-Pin CPU Connector 1

6-Pin PCIe Connector 1

6+2-Pin PCIe Connector 1

SATA Connector 3

IDE Connector 2

Floppy Connector 1


